
25m Free Standing/Wall Mounted Hose Reel
The Kärcher 25m hose reel can be both wall mounted or left free-standing. Included 25m Pri-

moFlex® hose (1/2"), sprayer, adaptor kit for mobile and stationary use, and extra smooth ho-

se reel.
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 Set ready for connection.

 25 m 1/2“ hose, nozzle, 4 universal hose connectors, G 3/4 tap adap-

ter with reducer G 3/4 to G 1/2.

 Wall mount

 Simple and quick installation of the practical storage unit.

 Hose reel in optimum width

 Good stability (also on uneven terrain).

 Smooth hose reeling

 Optimised distance between hose and stand legs for convenient 

handling and simple reeling.
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TECHNICAL DATA AND EQUIPMENT.

25m Free Standing/Wall Mounted Hose 
Reel

Technical data
Order no.  2.645-281.0

EAN code  4054278060378

Bursting pressure bar 24

Weight kg 1,45

Weight incl. packaging kg 4,67

Dimensions (L × W × H) mm 318 × 572 × 420

--  When connecting these products to the drinking water network, you must observe the requirements of EN 1717. If neces-
sary, ask your sanitary specialist.

Equipment
Cone Jet  
Fine Mist  –

Horizontal Flat Jet  –

Perlator Cone Jet  –

Power Jet  
Shower  –

Vertical Flat Jet  –

When connecting these products to the drinking water network, you must observe the requirements of EN 1717. If necessary, ask your sanitary specialist.     


