
ID 90/30 Afc Z22
The quiet (64 dB[A]) ID 90/30 Afc Z22 dust removal system is suitable for safely vacuuming 

extremely large quantities of dust and for use in ATEX Zone 22. With electric filter shaker.

1

2

3

4

 Durable, washable pocket filter and electric filter cleaning

 Longer service life, less maintenance effort and lower costs. Ideal for 

industrial use.

 Efficient, convenient filter cleaning for constant suction power.

 Simple and safe emptying without removing the drive head

 Set-down trolley and rolling container for ergonomic emptying.

 Low-dust emptying system with PE bag

 Low-dust emptying thanks to closing mechanism and pressure com-

pensation hose.

 Simple and safe dust disposal thanks to PE bag.

 Convenient filter cleaning with electric vibrating motor

 Efficient, convenient filter cleaning for constant suction power.
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TECHNICAL DATA AND EQUIPMENT

ID 90/30 Afc Z22

 Automatic filter cleaning system
 Set-down trolley
 Sound reduction

Technical data
Order no.  9.987-920.0

EAN code  4054278505541

Current type Ph / V / Hz 3 / 400 / 50

Air flow rate l/s / m³/h 250 / 900

Vacuum mbar / kPa 48 / 4.8

Container capacity l 100

Rated input power / Amps kW 3

Filter area m² 3.2

Nominal diameter of connection  ID 120

Sound pressure level dB(A) 64

Weight kg 314

Dimensions (L × W × H) mm 1497 × 800 × 1690

Equipment
Accessories in scope of delivery  No


