KARCHER

HOSE PRIMOFLEX PLUS 3/4" -25M

Prakti¢no, dugotrajno i otporno na vremenske prilike: bastensko crevo Performance Plus 3/4" duzine 25 m. Fleksibilno,
ekstremno otporno na savijanje i posebno robusno za stabilan protok vode.

Katalo3Ki br. 2.645-322.0

Tehnicki podaci

4054278503981
Precnik 3/4"
DuzZina creva m 25
Boja crna
Tezina kg 58
Tezina sa ambalazom kg 58
Dimenzije (D x § x V) mm 390 x 390 x 180

ENVIRONMENTALLY
FRIENDLY

PHTHALATE
FREE

(<01%)
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KARCHER

Kvalitetno viseslojno platno

= Fleksibilnost i otpornost na savijanje za

garanciju optimalnog protoka vode.

KOMPATIBILNI UREDAJI

=(7.180

= K 2 Battery

= K 2 Classic

= K 2 Universal Edition

= K 3 Classic

= K 3 Power Control

= K 4 Classic

= K 4 Power Control Flex

= K 4 Power Control Flex Car & Home
= K 4 Power Control Flex Home

= K 4 Power Control Home

= K 4 WCM

= K 5 Classic

= K 5 Power Control Flex

= K 5 Power Control Flex Car & Home
= K 5 Power Control Flex Home

= K 5 Power Control Home

= K 5 Smart Control Flex

25 metara

= 73 zalivanje manjih do srednjih povrsina i basti.

= K5 WCM

= K 7 Power Flex

= K 7 Power Flex Home

= K 7 Smart Control Flex

= K 7 Smart Control Flex Home
= K7 WCM

= K 7 WCM Premium

= K 7 WCM Premium Home

= K2 Battery Set

= K2 Power Control

= K2 Power Control Home

= K2 Premium Power Control

= K3 Power Control Home

= K3 Premium Power Control

= K4 Power Control

= K4 Premium Power Control

= K4 Premium Power Control Home

= K5 Power Control

Zahvaljujuéi kvalitetnom platnu, sa
vec¢om debljinom zidova pogodno do
pritiska od 30 bara

= Zagarantovana robusnost.

= K5 Premium Smart Control

= K5 Premium Smart Control Home
= K7 Premium Smart Control

= K7 Premium Smart Control Home
= K7 Smart Control

= K7 Smart Control Home

= KHB 6 Battery Set

= SP 1 Dirt

= SP 2 Flat

= SP 22.000 Flood Box

= SP 3 Dirt

= SP 5 Dirt

= SP 5 Dual

= SP 5 Submersible pump box

= SP 6 Flat Inox

= SP 7 Dirt

= SP 7 Dirt Inox

= SP 9.000 Flat
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