
THE NEW SYSTEM SOLUTION FOR FACADE,  
GLASS, SOLAR SYSTEM AND FLOOR CLEANING
Recommended degrees of hardness for brushes

	 Facade	 soft	 medium	 hard	 Cleaning agent	

Glass facade (windows, glasshouse)   RM 55, RM 99

Plaster facade   RM 43

Brick facade   RM 43

Concrete facade   RM 43

Exposed aggregate concrete facade   RM 43

Wooden facade  RM 43

Corrugated iron facade made from aluminium 
(vertical/horizontal slats) 

 RM 55

Brass facade   RM 55

Stainless steel facade   RM 55

Copper facade  RM 43

Steel facade  RM 55

Painted facade elements  RM 55

PVC glass fibre facade  RM 43, RM 55, RM 99

Natural stone, general, e.g. travertine or sandstone   RM 55

	 Special surfaces	 soft	 medium	 hard	 Cleaning agent	

Membrane film   RM 55

Plexiglas (PMMA), e.g. in sliding doors   RM 55

Mesh fabric (large advertising banners)    RM 55

Sanitary area (safety)   RM 25, CA 10 C,  
CA 20 C, CA 20 R

Post-fire restoration (walls/ceilings)   RM 31

Tarpaulins/canvas covers (trucks, advertising covers, privacy screens)   RM 805

Skylights, indoor and outdoor  RM 55

	 Vehicles	 soft	 medium	 hard	 Cleaning agent	

Car   RM 81

Caravan/camper van/bus   RM 81

Train   RM 804, RM 833

	 Cleaning in water	 soft	 medium	 hard	 Cleaning agent	

Pool  RM 81

Pond, well    RM 81

	 Floor	 soft	 medium	 hard	 Cleaning agent	

Wooden deck/patio   RM 55

Natural stone slabs   RM 55

	 Solar	 soft	 medium	 hard	 Cleaning agent	

Photovoltaic system   RM 99

Solar thermal system    RM 99


