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1. Process description- electronic initial sample inspection: 
描述步骤-首件样品检测电子版 

       
The red items are in charge of the supplier. 红色字体的要求供应商完成 

 

1. Definition of inspection plan by Kärcher  
凯驰定义检测计划 

2. Sending of the inspection order documents to the supplier 
将检测要求的文件发送给供应商 

3. Receiving an e-mail for portal registration 
收到注册门户的邮件 

4. Download of the software 
下载软件 

5. Installation of the software 
安装软件 

6. Open the inspection order documents 
打开检测要求文件 

7. Measurement of the initial samples by the supplier 
供应商测量首件样品 

8. Writing the values into the software mask 
将数据录入软件 

9. Sending back the values to the Kärcher-Portal 
将数据发还凯驰门户网站 

10. Sending of the initial samples to Kärcher 
将首件样品寄至凯驰 

11. Measurement of the initial samples by Kärcher 
凯驰测量首件样品 

12. Feedback about the usage decision by Kärcher 
凯驰反馈是否适用 

13. Sending back the electronic initial sample report to the supplier 
凯驰发还首件样品检测报告给供应商 
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3. Installation iQ-EMP/Autark / 安装 

 

To use iQ-EMP/Autark a program has to be downloaded and installed on every PC that works with 
initial inspection. 
每台需要做首样检测报告电脑都需要安装此软件 

Follow the installation procedure /  安装步骤 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

1 

Please choose „Save“ before taking the next step (3).  
每下一步之前都点击“保存”键 
Remember the place of the saved file.  
记住文件保存的地址 

2 

Right mouse button on „autark_install.exe“ and choose „Run as administrator“. 
右击 exe 文件，选择“以管理员身份运行”. 

3 



Sample Inspection Process / 样品检测步骤 

Stand:12.04.2013  

5 

 

4. Sample Inspection Process / 样品检测步骤 
4.1. Download of the Initial Sample Inspection order / 下载首样检测报告 

The following 4 steps describe the download of the inspection order from the Portal on your PC. 

下列四个步骤描述了怎样从门户网站上下载检测要求 

 

 

  

Inside „ISI“, all open inspection-orders are visible. From there you can 
download the files. 
从“ISI”里能够看到所有开放的检测要求，可以从这里下载你需

要的。 

1 

2 
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3 

4 Always choose „Save“, otherwise the results can’t be recorded! 
必须点击“保存”按钮，否则结果就没有被记录下来。 
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4.2. Recording of inspection order measurements / 记录检测报告测试结果 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
The detailed instruction manual of the program iQ-EMP/Autark you find with  
RunProgramsEMP Autark.  
具体的使用手册在运行-程序-EMP Autark. 

By double click on the downloaded file the program open.
双击下载的文件打开。 
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Microsoft 
Excel-Arbeitsblatt

Microsoft 
Word-Dokument

 
4.3. Confirming the results of the initial inspection report / 确认首样检测报告的结果 

Upload the inspection file from your computer, add a description and push “send” 
上传检测文件，添加描述并点击发送 

 

 

 

 

 

 

 

4.4. Complete the initial inspection report / 完成首样报告 

 

 

 

2 
1 

Upload the files one by one.  
文件一个一个上传。 

3 It is absolutely necessary to close the topic after all result files 
(each drawing is one result file) has been uploaded. 
务必在上传所有结果文件（图）后点击“关闭话题”按钮。 

No other documents can be exchanged via the portal. 
门户上其他格式文件不能转换。 
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