Pipe cleaning nozzle
Form 71

The pipe cleaning nozzle »Form 71« can be used e.g. with hose lines.

WOMA’

Kéarcher Group

Technical data

"“\ - i |Operating pressure max. 1400 bar
al . {'= |Thread M24 x 1,5
g~ S |Diameter 28 mm
r 1 |Weight 0,16 kg
Variants
Flow rate d1 d2 tangential d3 radial d4 radial a SW Material-
[I/min] [mm] [mm] [mm] [mm] [°] [mm] number
78 / / / 3x1,2 85 / 9.886-507.0
98 / / / 2x1,7 85 24 9.910-922.0
106 / 5x0,8 / 5x0,8 85 / 9.886-504.0
116 / 2x1,3 / 2x1,.3 85 24 9.910-688.0
121 / 3x11 / 3x1,1 85 24 9.886-503.0
142 1,5 / / 2x1,7 70 24 9.886-501.0
178 / / / 4x1,6 85 24 9.886-506.0
178 / 2x1,6 / 2x1,6 85 24 9.910-923.0
209 / 3x1,2 3x1,2 2x1,2 70 24 9.886-505.0
220 / 3x1,6 / 2x1,6 85 24 9.910-924.0
255 / / / 4x1,9 85 24 9.886-502.0

Hose tubes for pipe cleaning see product data sheet pipe cleaning hoses.
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Anderungen vorbehalten!
Subject to change!




